COMVERCI AL SI TE PLAN CHECKLI ST
FOR SANI TARY SEWER AND WATER

PROIECT NAME JOBNO
Subm tted BY: Cont act Person:
Phone No:
Received By: Water Dept._ Dat e
1st Subm ttal Review By: Dat e:

Techni ci an

Revi ewed By: Dat e:
Engi neeri ng Supervi sor

2nd Subm ttal Review By: Dat e:
Super vi sor

Fi nal Approval Sent to Eng. Dept. Dat e:

Pl ease return this list and redlined copy of plans when revised
pl ans are submtted. (An "X' next to itens indicates needed
additions or corrections)

| . General

1. Nane of site

2. Boundary survey, north arrow and acreage of property
3. Location sketch at a scale no less than 1"= 1000
4. ldentify adjacent property and owners

5. Owners nane and address

6. Seal and signature of registered engi neer and surveyor

on each page

7. Plan size to be no larger than 24"x 36"

8. ldentify location and el evation of on site benchmark

9. Source of datum for benchmark

____10. Show current zoning status and buil ding setback Iines

11, Sedinment control plans submtted if over 1.1 acres
Al sanitary sewer extensions nust also be submtted
to SCS for approval

(I con't)

1 Revi sed 2/ 23/ 95



12.
13.
14.
15.
16.
17.
18.

19.

20.

21.

22.

23.

24.

25.

Grading plan (two foot contours-existing and proposed)
Existing width of RRW

Exi sting wi dth of pavenent/back to back

Profiles or invert elevations of proposed sanitary and
stormsewer lines which tie into public system

Size and location of offsite sanitary sewer with invert
el evati ons

Size and | ocation of existing water lines, and fire
hydrants with fl ow and pressure data

Si ze and | ocation of proposed water lines, fire
hydrants, neter boxes, taps, and val ves

Show County standard drawi ngs for all appurtenances to
be dedicated to Col unbia County or to be constructed
in the County right-of-way.

ldentify all existing and proposed easenents (al so

i ngress and power easenents). Show easenents over al
wat er and sewer to be maintained by Col unbia County
and wi dth of sanme. Colunbia County's acceptance of any
utility easenent wll be based on serviceability of sane
to adj oining property

Grease traps to be installed as directed or as required
by the Engi neer

Larger commercial sites to install backflow prevention
inside neter vaults to include a Sensus Touch Read
Meter. Access to vaults for reading shall be

provi ded by devel oper/owner.|nternal access to be
approved through Water Dept. Sensus neters to be

provi ded by the devel oper

Fire protection lines shall be netered (inside

vaul ts/pits) w Sensus Touch Read Meter (see #22)

Det ect or check w bypass for Sensus neter required on
fire line inside vertical installation-to be approved
by Water Dept.

Sanitary Sewer EPD fornms and design data cal cul ations
subm tted:

dat e

NOTES TO BE SHOMWN

1

Al water and sanitary sewer construction to conformto
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o o k

10.

11.

Col unmbi a County Standards and Specifications

Silt barriers nust be in place imediately foll ow ng
clearing, regardless of plan requirenent or |ot size.
NO grading shall be done until silt barrier
installation is conplete

Connection to existing sanitary sewer will be all owed,
providing that the existing tie-in manhole is properly
pl ugged and that the next proposed manhol e is plugged.
Failure to do so, will result in the contractor assum ng
all responsibility and liability for any danage to

the downstreamlift station and punps.

Al |l easenents to be grassed and/or rip-rapped as
required to control erosion

Water line will not be put on line until it is

chl orinated, pressure tested and checked for bacteria
Maxi muminfiltration allowable for sanitary sewer- 50
GAL/in./dia.of pipe/mle

Col unmbi a County Water Dept. Eng. office shall be
notified 48 hours prior to any water or sewer taps being
made

Contractor/devel oper to provide all water taps to

exi sting systemfor lines 2" and |arger

No Certificate of Occupancy will be rel eased until

all site inprovenents, as approved by the Water

Dept. Engineering office, are conpleted

Connection to the existing sanitary sewer manhole, for
either the main line or for services, shall be nade

by coring, no hammrering, jackhammering, or chipping wll
be allowed. An Inspector shall be present at the tine
of the tie in. It shall be the contractors
responsibility to ensure that no debris are all owed
downstream A flexible rubber boot shall also be
installed into the ex. manhol e.

Al sanitary sewer services shall be installed at a

m ni mum grade of 1% unl ess ot herwi se approved by

t he Engi neer

Engi neer's
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Coment s:

Pl ans Have Been Di sapproved No. 1

dat e

No. 2

dat e

4 Revi sed 2/ 23/ 95



